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ENVIROCURE 90

1. IDENTIFICATION OF THE SUBSTANCE AND OF THE COMPANY

Product Identifier

Envirocure 90

Details of the supplier of the data sheet
Premcrete Ltd

44 Macadam Way

West Portway Industrial Estate
Andover

Hampshire

SP10 3XW

sales@premcrete.com

WWWw.premcrete.com

Emergency telephone number
+44 (0) 800 6191619

7.00am-5:00pm Mon-Fri
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The information provided in this data sheet is intended for general guidance only and is given in good faith based on FIS Construction Products’ current knowledge and experience. No warranty in
respect of fitness for a purpose, or any other liability whatsoever can be inferred from the information contained within this datasheet. Users should determine the suitability of the materials for their

particular application and should always refer to the most recent issue of the product data sheet for the product concerned. All materials are supplied in accordance with FIS Construction Products
Sales Terms & Conditions (available upon request and on Company Website).
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2. HAZARDS IDENTIFICATION

Main hazards: Not classified as hazardous. No statutory label required.

3. COMPOSITION INFORMATION ON INGREDIENTS

Contains: No component is present at sufficient concentration to require hazardous classification.

4. FIRST AID MEASURES

Skin - There may be mild irritation at the site of contact. Wash immediately with plenty of soap and water.
Eyes - There may be irritation and redness. Bathe the eye with running water for 15 minutes. If irritation
persists obtain medical attention.

Ingestion - There may be irritation of the throat. Wash out mouth with water.

Inhalation - No symptomes. If inhalation of mists, fumes or vapour causes irritation of the nose or throat, or
coughing, remove to fresh air. If symptoms persist obtain medical advice.

5. FIRE-FIGHTING MEASURES

Extinguishing media - Product does not support combustion.

Protection of fire fighters - No special measures required.

’ PREMCRETE Structural Waterproofing | Gas Protection | www.premcrete.com | 02380276166 |
v Concrete Repair Technical Grouts | Joint Sealants | sales@premcrete.com | 44 Macadam Way, West
T Protective Coatings | Admixtures Portway, Andover, Hampshire, SP10 3XW
The information provided in this data sheet is intended for general guidance only and is given in good faith based on FIS Construction Products’ current knowledge and experience. No warranty in
respect of fitness for a purpose, or any other liability whatsoever can be inferred from the information contained within this datasheet. Users should determine the suitability of the materials for their

particular application and should always refer to the most recent issue of the product data sheet for the product concerned. All materials are supplied in accordance with FIS Construction Products
Sales Terms & Conditions (available upon request and on Company Website).



€ PREMCRETE

6. ACCIDENTAL RELEASE MEASURES

Personal precautions - Refer to section 8 of MSDS for personal protection details. Turn leaking containers
leakside up to prevent the escape of liquid.

Environmental precaution - Do not discharge into drains or rivers. Contain the spillage using bunding.

Clean up procedures - Absorb into dry earth or sand. Transfer to a closable, labelled salvage container for
disposal by an appropriate method.

7. HANDLING AND STORAGE

Storage conditions - Although the product is not classified as hazardous, good working practices and
standards of personal hygiene should be maintained. Protect from frost and sunshine.

Suitable packaging - Must only be dept in original packaging.

8. EXPOSURE CONTROL AND PROTECTION MEASURES
Respiratory Protection - Respiratory protection not required.
Hand protection - Protective gloves.

Eye protection - Safety glasses. Ensure eye bath is to hand.

Skin protection - Protective clothing such as cotton or cotton/synthetic overalls

9. PHYSICAL AND CHEMICAL PROPERTIES
STATE LIQUID
COLOUR WHITE
ODOUR BARELY PERCEPTIBLE
SOLUBILITY IN WATER FULLY SOLUBLE
VISCOSITY  NON-VISCOUS
BOILING POINT®C  100°C
RELATIVE DENSITY ~ 1.02
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10. STABILITY AND REACTIVITY

Stability - Stable under normal conditions
Conditions to avoid - Heat. Protect from frost.

Haz. decomp.products - None under normal use. Thermal decomposition can lead to release of irritating gases
and vapours.

11. TOXOLOGICAL INFORMATION

Routes of exposure - Refer to section 4 of MSDS for routes of exposure and corresponding symptoms.

12. ECOLOGICAL INFORMATION

Mobility - Readily absorbed into soil.

Persistence and degradability - Biodegradable.

Bio accumulative potential - No bioaccumulation potential.

Other adverse effects - Negligible ecotoxicity.

13. DISPOSAL CONSIDERATIONS

Disposal operations - Dispose of via an authorised person/licensed waste disposal contractor in accordance
with local regulations.

Waste code number - 16 03 04

Disposal of packaging - Any special regulatory disposal status or provisions applicable to the product may also
apply to empty containers or packaging if they contain or are impaired with residual material.

NB: The user’s attention is drawn to the possible existence of regional or national regulations regarding
disposal.
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14. TRANSPORT INFORMATION

Not classified as hazardous for transport.

15. REGULATORY INFORMATION

Hazard Symbols - No significant hazard.
Risk phrases - Not classified as hazardous for supply. No statutory label required.

Note: The regulatory information given above only indicates the principal regulations specifically applicable to
the product described in the safety data sheet. The user’s attention is drawn to the possible existence of
additional provisions which complete these regulations. Refer to all applicable national, international and
local regulations or provisions.
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