€ PREMCRETE

PREMSTRIKE 500S

1. IDENTIFICATION OF THE SUBSTANCE AND OF THE COMPANY

Product Identifier
Premstrike 500S

Details of the supplier of the data sheet
44 Macadam Way

West Portway

Andover

SP10 3XW

sales@premcrete.com
Www.premcrete.com

Emergency telephone number
+44 (0) 800 6191619
7.00am-5:00pm Mon-Fri

2. HAZARDS IDENTIFICATION

Not classified as hazardous under Chip regulations.

3. COMPOSITION INFORMATION ON INGREDIENTS

A blend of refined hydrocarbons and reactive/non-reactive fatty organic compounds.
Hazardous component: Cas No. Index Risk Phrases; Concentration:

4. FIRST AID MEASURES

INHALATION - Remove to fresh air - if symptoms persist, seek medical advice.

INGESTION - Water to drink and rinse may be beneficial. Aspiration Hazard. May cause rapid absorption via
lungs, resulting in injury to other her body systems. Do not induce vomiting without medical advice.

SKIN CONTACT - Wash off with soap and water. The application of skin reconditioning (emollient) cream, can be
beneficial.

EYE CONTACT - Flush with plenty of clean water for at least 15 minutes. If irritation persists, obtain medical
attention.
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5. FIRE-FIGHTING MEASURES
EXTINGUISHING MEDIA - Foam, dry powder, CO2, Halon, fine water spray suitable.

PROTECTIVE EQUIPMENT - Standard protective equipment. Fire fighters should inter area wearing breathing
apparatus. Spray containers adjacent to fires to keep cool and avoid bursting.

FLAMMABILITY - Not classed as flammable but, inherently combustible. If involved in fire may emit noxious

fumes.

6. ACCIDENTAL RELEASE MEASURES

Do not allow product to soak into drains or water courses. Soak liquid in absorbent material and collect solids in a
container. Wash down floor area as spillages can be slippery.

7. HANDLING AND STORAGE
HANDLING - Avoid contact with skin and eyes. Observe good standards of industrial hygiene.

STORAGE PRECAUTIONS - Store between 0-35°C. Store in mild steel, stainless steel or polyethylene. Keep in
tightly closed containers. Store in a cool dry place away from heat or sources of combustion.

8. EXPOSURE CONTROL AND PROTECTION MEASURES

Petroleum Distillate - WEL 5mg/m3 10mg/m3

Respiratory Protection - Unlikely to be necessary. Avoid prolonged contact with airborne mists, generated by
atomising systems. Avoid breathing vapours.

Eyes - Chemical eye goggles should be worn.
Hand - PVC or rubber gloves are recommended.

Skin - Use protective clothing. Remove contaminated clothing and wash with soap and water.
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9. PHYSICAL AND CHEMICAL PROPERTIES

PREMCRETE

Appearance Clear amber fluid
Odour Faint hydrocarbons
pH @ 2% in tap water N/A

Freezing point N/K

Flash point >62°C (COC)
Water solubility Insoluble
Specific gravity @ 15.6°C 0.84 typical

pH neat N/A

Boiling point >100°C

Vapour pressure 1.5mm Hg
Viscosity @ 40°C 6.5c/st

Vapour density (water = 100) >1

10. STABILITY AND REACTIVITY
STABILITY - Stable under normal conditions.

CONDITIONS TO AVOID - Naked flames, hot surfaces, other high temperature sources. Strong oxidising agents.

HAZARDOUS DECOMPOSITION PRODUCTS - Oxides of carbon will be evolved, along with other unidentified
organic compounds, some of which may be toxic.

11. TOXOLOGICAL INFORMATION

Product is of low acute oral toxicity.
Eyes - Likely to cause temporary irritation and stinging.

Skin - Brief or occasional contact is unlikely to cause any significant reaction. Prolonged or repeated contact may
lead to de-fatting of the skin and/or slight irritation. Low order of toxicity.

Inhalation - excessive exposure to mists or vapour above the exposure levels may cause irritation to eyes and
respiratory tract, may cause headaches and dizziness.

Ingestion - Aspiration Hazard. May cause lung damage if material gets into lungs after swallowing, breathing

vapour/spray or vomiting swallowed material. Swallowing of small amounts is not likely to cause serious
discomfort. If swallowed in larger quantities may cause vomiting and diarrhoea.
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12. ECOLOGICAL INFORMATION
BIODEGRADATION: Estimated to be approximately 60% over 21 days (CEC 1-33-T-82).

FISH TOXICITY: May harm aquatic organisms, as well as birds and marine animals, by physical fouling or
smothering.

BACTERIAL TOXICITY: Residues may contaminate soil preventing oxygen and water from passing through the
soil thus suffocating soil organisms.

WGK CLASS: WGK 2, self-classification.

13. DISPOSAL CONSIDERATIONS

Product should be disposed of via an authorised waste disposal contractor in accordance with all local and
national regulations. Dispose of empty containers in accordance with local and national regulations. Advice can
be obtained from the Waste Regulation Authority whether special waste regulations apply to this product.

14. TRANSPORT INFORMATION

Not classified.

15. REGULATORY INFORMATION

Label for supply - No significant hazard to health.

Risk phrases - None.

Safety phrases - S24/25 Avoid contact with skin and eyes. S28 After contact with skin wash immediately with
plenty of water. S29 Don does not empty into drains. S37 Wear suitable gloves. S43 In case of fire use foam/dry

powder/CO2. Fine water spray suitable. S62 If swallowed, do not induce vomiting; seek medical advice
immediately and show this container or label.
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The above information is believed to be correct but not purport to be all inclusive and shall be used only as a guide. This company shall
not be held liable for any damage resulting from handling or from contact with the product.
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