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COMBI-SEAL TAPE 
Gas-Resistant Membrane Tape 

 

DESCRIPTION 

COMBI-SEAL TAPE is a single-sided reinforced tape 

supplied as 150mm wide roll for the effective sealing of 

lap joints to prevent displacement during concrete 

pours. 

USES 

COMBI-SEAL TAPE IS suitable for use in 

conjunction with COMBI-SEAL and COMBI-SEAL 

PLUS for the effective sealing of adjacent sheets of 

membrane.  

ADVANTAGES 

• Good adhesion to all membranes. 

• Long lasting seal achieved. 

• Butyl component provides effective barrier to 

ground gas and VOCs 

 

APPLICATION 

Combi-Seal Tape should be bonded to the film 

component of the membrane. The tape should be 

cut to length before removing one half of the 

release film. The tape should be bonded to the 

membrane before removing the second half of the 

release film. The tape should then be rolled with a 

joint roller. 

PACKAGING  
 
COMBI-SEAL TAPE: 150mm x 45 M Roll 2 rolls per box 
 

STORAGE & SHELF LIFE 
 
Combi-Seal Tape should be stored in clean dry  
conditions at temperature between 10oC and 30oC. 
 
 

 
HEALTH & SAFETY 
 
See separate material safety datasheet
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The information provided in this data sheet is intended for general guidance only and is given in good faith based on FIS Construction Products’ current knowledge and experience. No warranty in 
respect of fitness for a purpose, or any other liability whatsoever can be inferred from the information contained within this datasheet. Users should determine the suitability of the materials for their 
particular application and should always refer to the most recent issue of the product data sheet for the product concerned. All materials are supplied in accordance with FIS Construction Products 
Sales Terms & Conditions (available upon request and on Company Website). 

 


