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1. IDENTIFICATION OF THE SUBSTANCE AND OF THE COMPANY 

 1.1 Product Identifier Hydrocryl 2000 Catalyst 

1.2 Polyurethane injection resin used for waterproofing processes  

1.3 Details of the supplier of the data sheet  

Premcrete LTD 

44 Macadam Way  

West Portway  

Andover SP10 3XW  

sales@premcrete.com 

www.premcrete.com  

Emergency telephone number 

 +44 (0) 800 6191619  

7.00am-5:00pm Mon-Fri  

SECTION 2: Hazards identification 
 
2.1. Classification of the substance or mixture 
 

Classification according to Regulation (EC) No. 1272/2008 [CLP] Skin 
corrosion/irritation, Category 2  

H315  

Serious eye damage/eye irritation, Category 1  H318  

Reproductive toxicity, Category 1B  H360  

Hazardous to the aquatic environment — Chronic  
Hazard, Category 3  
 

H412  

Full text of H statements : see section 16 
 
 
Adverse physicochemical, human health and environmental effects  
May damage fertility or the unborn child. Causes skin irritation. Causes serious eye damage. Harmful to aquatic 
life with long lasting effects. 
 
 
2.2. Label elements 
Labelling according to Regulation (EC) No. 1272/2008 [CLP] 
Hazard pictograms (CLP)  
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GHS05 GHS08 
 
 

Signal word (CLP)  Danger  

Hazardous ingredients  dibutyltin dilaurate; dibutyl[bis(dodecanoyloxy)] stannane; 2- dimethylaminoethanol; 

N,N-dimethylethanolamine  

Hazard statements (CLP)  H315 - Causes skin irritation.  

H318 - Causes serious eye damage.  

H360 - May damage fertility or the unborn child.   

H412 - Harmful to aquatic life with long lasting effects.  

Precautionary statements 

(CLP)  

P201 - Obtain special instructions before use.  

P264 - Wash hands, forearms and face thoroughly after handling. P280 - Wear 

protective gloves/protective clothing/eye protection/face protection/hearing 

protection.  

P305+P351+P338+P310 - IF IN EYES: Rinse cautiously with water for several minutes.  

Remove contact lenses, if present and easy to do.  

Continue rinsing. Immediately call a POISON CENTER or doctor. P308+P313 - IF 

exposed or concerned: Get medical advice/attention.  

EUH-statements  EUH208 - Contains dibutyltin dilaurate; dibutyl[bis(dodecanoyloxy)] stannane. 

 May produce an allergic reaction.  

2.3. Other hazards 

Contains PBT/vPvB substances ≥ 0.1% assessed in accordance with REACH Annex XIII 

SECTION 3: Composition/information on ingredients 

3.1. Substances 

Not applicable 
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3.2. Mixtures 

Name  Product identifier  %  Classification according to 

Regulation (EC) No. 

1272/2008 [CLP]  

1,4-dimethyl butanedioate  (CAS-No.) 106-65-0  

(EC-No.) 203-419-9  

3 – 5  Eye Irrit. 2, H319  

2-dimethylaminoethanol; N,N- 

dimethylethanolamine  

(CAS-No.) 108-01-0  

(EC-No.) 203-542-8  

(EC Index-No.) 603-047-  

00-0  

0.5 - 3  Flam. Liq. 3, H226  

Acute Tox. 4 (Inhalation), 

H332  

Acute Tox. 4 (Dermal), H312  

Acute Tox. 4 (Oral), H302  

Skin Corr. 1B, H314  

2,2,4,4,6,6,8,8-octamethyl-

1,3,5,7-  

tetraoxy-2,4,6,8-

tetrasilacyclooctane  

(CAS-No.) 556-67-2  

(EC-No.) 209-136-7  

(EC Index-No.) 014-018-  

00-1  

0.6 – 2  Repr. 2, H361f  

Aquatic Chronic 4, H413  

dibutyltin dilaurate; 

dibutyl[bis(dodecanoyloxy)] 

stannane  

(CAS-No.) 77-58-7  

(EC-No.) 201-039-8  

(EC Index-No.) 050-030-  

00-3  

> 0.95  Skin Corr. 1, H314 Skin Sens. 

1, H317 Muta. 2, H341 Repr. 

1B, H360FD STOT SE 1, H370 

STOT RE 1, H372  

Aquatic Acute 1, H400  

Aquatic Chronic 1, H410  

Specific concentration limits:  
 

Name  Product identifier  Specific concentration limits  

2-dimethylaminoethanol; N,N- 

dimethylethanolamine  

(CAS-No.) 108-01-0  

(EC-No.) 203-542-8  

(EC Index-No.) 603-047-  

00-0  

( 5 ≤C ≤ 100) STOT SE 3, H335  

Full text of H-statements: see section 16 

SECTION 4: First aid measures 
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4.1. Description of first aid measures 

First-aid measures general  IF exposed or concerned: Get medical advice/attention.  

First-aid measures after 

inhalation  

Remove person to fresh air and keep comfortable for breathing.  

First-aid measures after skin 

contact  

Wash skin with plenty of water. Take off contaminated clothing. If skin 

irritation occurs: Get medical advice/attention.  

First-aid measures after eye 

contact  

Rinse cautiously with water for several minutes. Remove contact lenses, if 

present and easy to do. Continue rinsing. Call a physician immediately.  

First-aid measures after 

ingestion  

Call a poison center or a doctor if you feel unwell. If swallowed: rinse mouth. 

Do NOT induce vomiting.  

4.2. Most important symptoms and effects, both acute and delayed 

Symptoms/effects after skin contact  Irritation.  

Symptoms/effects after eye contact  Serious damage to eyes.  

 

4.3. Indication of any immediate medical attention and special treatment needed 

Treat symptomatically. 

SECTION 5: Firefighting measures 

5.1. Extinguishing media 

Suitable extinguishing media : Water spray. Foam. Carbon dioxide. Dry powder. Dry powder  

5.2. Special hazards arising from the substance or mixture 
Hazardous decomposition products in case of fire  : Toxic fumes may be released.  
 
5.3. Advice for firefighters 
Protection during firefighting : Do not attempt to take action without suitable protective equipment , Self-
contained breathing apparatus. Complete protective clothing. 
  
SECTION 6: Accidental release measures 
6.1. Personal precautions, protective equipment and emergency procedures 
 
6.1.1. For non-emergency personnel 
Emergency procedures : Only qualified personnel equipped with suitable protective equipment may intervene.  
 
6.1.2. For emergency responders  
Protective equipment : Do not attempt to take action without suitable protective equipment. For further 
information refer to section 8: "Exposure controls/personal protection".  
 
6.2. Environmental precautions: 
Avoid release to the environment. Notify authorities if product enters sewers or public waters. 
6.3. Methods and material for containment and cleaning up 
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Methods for cleaning up : Take up liquid spill into absorbent material. Notify authorities if product enters 
sewers or public waters.  
Other information : Dispose of materials or solid residues at an authorized site.  
 
6.4. Reference to other sections 
For further information refer to section 13. 
 
SECTION 7: Handling and storage 
 

Precautions for safe handling Ensure good ventilation of the work station. Obtain special instructions 
before use. 
 Do not handle until all safety precautions have been read and understood.  
Wear personal protective equipment. Avoid contact with skin and eyes. 

Hygiene measures Separate working clothes from town clothes. Launder separately.  
Wash contaminated clothing before reuse.  
Do not eat, drink or smoke when using this product. Always wash hands 
after handling  
the product. 

 
 
7.2. Conditions for safe storage, including any incompatibilities 

 
 
7.3. Specific end use(s) 
No additional information available 
 
SECTION 8: Exposure controls/personal protection 
 
8.1. Control parameters 
No additional information available 
 
8.2. Exposure controls 
Appropriate engineering controls:  
 
Ensure good ventilation of the work station.  
 
Personal protective equipment:  
 
Protective clothing. Safety glasses. Gloves. EN 166. EN 374.  
Hand protection 
Protective gloves  
Eye protection 
Safety glasses  
Skin and body protection 
Wear suitable protective clothing  

Storage conditions  Store locked up. Store in a well-ventilated place. Keep cool.  

Storage temperature  5 – 30 °C  
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Respiratory protection:  
[In case of inadequate ventilation] wear respiratory 
protection.  
Personal protective equipment symbol(s):  
 

 
 
 
SECTION 9: Physical and chemical properties 
 
9.1. Information on basic physical and chemical properties 

 
 
Partition coefficient n-octanol/water (Log Pow)  

Physical state  Liquid  

Colour  light yellow.  

Odour  characteristic.  

Odour threshold  No data available  

pH  No data available  

Relative evaporation rate (butylacetate=1)  No data available  

Melting point  Not applicable  

Freezing point  No data available  

Boiling point  No data available  

Flash point  No data available  

Auto-ignition temperature  No data available  

Decomposition temperature  No data available  

Flammability (solid, gas)  Not applicable  

Vapour pressure  No data available  

Relative vapour density at 20 °C  No data available  

Relative density  No data available  

Density  1.08 – 1.13 g/cm³ 23°C  

Solubility  No data available  
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: No data available  

Viscosity, kinematic : No data available  

Viscosity, dynamic : < 100 cP  

Explosive properties : No data available  

Oxidising properties : No data available  

Explosive limits : No data available 

9.2. Other information 

No additional information available 

 

SECTION 10: Stability and reactivity 

10.1. Reactivity 

The product is non-reactive under normal conditions of use, storage and transport. 

10.2. Chemical stability 

Stable under normal conditions. 

10.3. Possibility of hazardous reactions 

No dangerous reactions known under normal conditions of use. 

10.4. Conditions to avoid 

None under recommended storage and handling conditions (see section 7). 

10.5. Incompatible materials 

LD50 oral rat  > 2000 mg/kg  

LD50 dermal rat  3038 mg/kg  

octamethylcyclotetrasiloxane (556-67-2)  

LD50 oral rat  > 2000 mg/kg  

LD50 oral  > 2400 mg/kg  

DIMETHYL GLUTARATE (1119-40-0)  

LD50 oral rat  > 5000 mg/kg bodyweight Animal: rat, Animal sex: female, Guideline: OECD 

Guideline 423 (Acute Oral toxicity - Acute Toxic Class Method)  

LD50 dermal rat  > 2000 mg/kg bodyweight Animal: rat, Guideline: OECD Guideline 402 (Acute 

Dermal Toxicity)  
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No additional information available 

10.6. Hazardous decomposition products 

Under normal conditions of storage and use, hazardous decomposition products should not be produced. 

SECTION 11: Toxicological information 

 

11.1. Information on toxicological effects 

Acute toxicity (oral) : Not classified 

Acute toxicity (dermal) : Not classified 

Acute toxicity (inhalation) : Not classified 

Skin corrosion/irritation : Causes skin irritation. Serious eye damage/irritation : Causes serious eye damage. 

Respiratory or skin sensitisation : Not classified  

Germ cell mutagenicity : Not classified  

Carcinogenicity : Not classified  

Reproductive toxicity : May damage fertility or the unborn child.  

STOT-single exposure : Not classified 

octamethylcyclotetrasiloxane (556-67-2)  

LOAEL (dermal, rat/rabbit)  950 mg/kg bodyweight  

NOAEL (acute, oral, animal/male)  150 mg/kg bodyweight  

STOT-repeated exposure : Not classified  

Aspiration hazard : Not classified 

 

SECTION 12: Ecological information 

12.1. Toxicity 

DIMETHYL GLUTARATE (1119-40-0)  

LC50 inhalation rat (mg/l)  > 11 mg/l air Animal: rat, Guideline: OECD Guideline 403 
(Acute Inhalation Toxicity)  

DIMETHYL ADIPATE (627-93-0)  

LD50 oral rat  > 5000 mg/kg bodyweight Animal: rat, Animal sex: female, 
Guideline: OECD Guideline 423 (Acute Oral toxicity - Acute 
Toxic Class Method)  

LD50 dermal rat  > 2000 mg/kg bodyweight Animal: rat, Guideline: OECD 
Guideline 402 (Acute Dermal Toxicity)  

LC50 inhalation rat (mg/l)  > 11 mg/l air Animal: rat, Guideline: OECD Guideline 403 
(Acute Inhalation Toxicity)  

http://www.premcrete.com/
mailto:sales@premcrete.com


 

Structural Waterproofing | Gas Protection | Concrete Repair   Technical Grouts | 

Joint Sealants | Protective Coatings | Admixtures 

www.premcrete.com | 02380 276166 | sales@premcrete.com  

44 Macadam Way, West Portway, Andover, Hampshire, SP10 3XW 

Revision date: 10/12/25 

 

Ecology - general : Harmful to aquatic life with long lasting effects 

Hazardous to the aquatic environment, short-term (acute)  : Not classified 

Hazardous to the aquatic environment, long-term (chronic) : : Harmful to aquatic life with long lasting effects. 

LC50 fish 1  > 2150 mg/l 2,2'-Dimorpholinodiethylether (96sa)  

EC50 Daphnia 1  > 100 mg/l 2,2'-Dimorpholinodiethylether (48sa)  

DIMETHYL ADIPATE (627-93-0)  

EC50 Daphnia 1  72 mg/l Test organisms (species): Daphnia magna  

EC50 72h algae (1)  > 100 mg/l Test organisms (species): Pseudokirchneriella subcapitata (previous 

names: Raphidocelis subcapitata, Selenastrum capricornutum)  

12.2. Persistence and degradability 

No additional information available 

12.3. Bioaccumulative potential 

No additional information available 

12.4. Mobility in soil 

No additional information available 

12.5. Results of PBT and vPvB assessment 

Component  

octamethylcyclotetrasiloxane (556-67-2)  This substance/mixture meets the PBT criteria of 

REACH regulation, annex XIII  

This substance/mixture meets the vPvB criteria of 

REACH regulation, annex XIII  

12.6. Other adverse effects 

No additional information available 

 

SECTION 13: Disposal considerations 

13.1. Waste treatment methods 

Waste treatment methods  Dispose of contents/container in accordance with licensed collector’s  

sorting instructions  
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SECTION 14: Transport information 

In accordance with ADR / RID / IMDG / IATA / AND 

ADR  IMDG  IATA  ADN  RID  

14.1. UN number  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.2. UN proper shipping name  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.3. Transport hazard class(es)  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.4. Packing group  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.5. Environmental hazards  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

No supplementary information available  

 

14.6. Special precautions for user 

- Overland transport : Not regulated 

- Transport by sea : Not regulated 

- Air transport : Not regulated 

- Inland waterway transport : Not regulated 

-Rail Transport – not Regulated  

14.7. Transport in bulk according to Annex II of Marpol and the IBC Code 

Not applicable 

SECTION 15: Regulatory information 

15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture 

15.1.1. EU-Regulations  

Contains no REACH substances with Annex XVII restrictions  

Contains a substance on the REACH candidate list in concentration ≥ 0.1% or with a lower specific limit: 

Octamethylcyclotetrasiloxane (D4) (EC 209-136-7, CAS 556-67-2)  
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TLM  Median Tolerance Limit  

STP  Sewage treatment plant  

OECD  Organisation for Economic Co-operation and Development  

IARC  International Agency for Research on Cancer  

DSD  Dangerous Substances Directive 67/548/EEC  

DPD  Dangerous Preparations Directive 1999/45/EC  

BCF  Bioconcentration factor  

ADN  European Agreement concerning the International Carriage of Dangerous Goods by 

Inland Waterways  

ADR  European Agreement concerning the International Carriage of Dangerous Goods by 

Road  

ATE  Acute Toxicity Estimate  

BLV  Biological limit value  

CAS-No.  Chemical Abstract Service number  

CLP  Classification Labelling Packaging Regulation; Regulation (EC) No 1272/2008  

DMEL  Derived Minimal Effect level  

DNEL  Derived-No Effect Level  

EC50  Median effective concentration  

EC-No.  European Community number  

EN  European Standard  

IATA  International Air Transport Association  

IMDG  International Maritime Dangerous Goods  

LC50  Median lethal concentration  

LD50  Median lethal dose  

LOAEL  Lowest Observed Adverse Effect Level  

NOAEC  No-Observed Adverse Effect Concentration  

NOAEL  No-Observed Adverse Effect Level  

NOEC  No-Observed Effect Concentration  

OEL  Occupational Exposure Limit  
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Contains no REACH Annex XIV substances 

15.1.2. National regulations 

Regulation on Health and Safety Precautions When Working with Chemical Substances published in the Official 

Journal numbered 28733 on August 12, 2013 

Germany  

Regulatory reference  WGK 3, Highly hazardous to water (Classification according to AwSV, 

Annex 1)  

Hazardous Incident Ordinance 

(12. BImSchV)  

Is not subject of the 12. BlmSchV (Hazardous Incident Ordinance)  

Netherlands  

SZW-lijst van 

kankerverwekkende stoffen  

None of the components are listed  

SZW-lijst van mutagene stoffen  None of the components are listed  

NIET-limitatieve lijst van voor de 

voortplanting giftige stoffen – 

Borstvoeding  

None of the components are listed  

NIET-limitatieve lijst van voor de 

voortplanting giftige stoffen – 

Vruchtbaarheid  

octamethylcyclotetrasiloxane,dibutyltin dilaurate; 

dibutyl[bis(dodecanoyloxy)] stannane are listed  

NIET-limitatieve lijst van voor de 

voortplanting giftige stoffen – 

Ontwikkeling  

dibutyltin dilaurate; dibutyl[bis(dodecanoyloxy)] stannane is listed  

Denmark  

Danish National Regulations  Young people below the age of 18 years are not allowed to use the 
product  

PBT  Persistent Bioaccumulative Toxic  

PNEC  Predicted No-Effect Concentration  

REACH  Registration, Evaluation, Authorisation and Restriction of Chemicals Regulation (EC) 

No 1907/2006  

RID  Regulations concerning the International Carriage of Dangerous Goods by Rail  

SDS  Safety Data Sheet  

vPvB  Very Persistent and Very Bioaccumulative  

WGK  Water Hazard Class  
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Pregnant/breastfeeding women working with the product must not be 
in direct contact with the product  

 

15.2. Chemical safety assessment 

No chemical safety assessment has been carried out 

SECTION 16: Other information 

Abbreviations and acronyms: 

Data sources : REGULATION (EC) No 1272/2008 OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL of 16 

December 2008 on  

classification, labelling and packaging of substances and mixtures, amending and repealing Directives 

67/548/EEC and 1999/45/EC, and amending Regulation (EC) No 1907/2006. 

Full text of H- and EUH-statements: 

Acute Tox. 4 (Dermal)  Acute toxicity (dermal), Category 4  

Acute Tox. 4 (Inhalation)  Acute toxicity (inhal.), Category 4  

Acute Tox. 4 (Oral)  Acute toxicity (oral), Category 4  

Aquatic Acute 1  Hazardous to the aquatic environment — Acute Hazard, 

Category 1  

Aquatic Chronic 1  Hazardous to the aquatic environment — Chronic Hazard, 

Category 1  

Aquatic Chronic 3  Hazardous to the aquatic environment — Chronic Hazard, 

Category 3  

Aquatic Chronic 4  Hazardous to the aquatic environment — Chronic Hazard, 

Category 4  

Eye Dam. 1  Serious eye damage/eye irritation, Category 1  

Eye Irrit. 2  Serious eye damage/eye irritation, Category 2  

Flam. Liq. 3  Flammable liquids, Category 3  

Muta. 2  Germ cell mutagenicity, Category 2  

Repr. 1B  Reproductive toxicity, Category 1B  

Repr. 1B  Reproductive toxicity, Category 1B  

Repr. 2  Reproductive toxicity, Category 2  

Skin Corr. 1  Skin corrosion/irritation, Category 1  
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Skin Corr. 1B  Skin corrosion/irritation, Category 1, Sub-Category 1B  

Skin Irrit. 2  Skin corrosion/irritation, Category 2  

Skin Sens. 1  Skin sensitisation, Category 1  

STOT RE 1  Specific target organ toxicity — Repeated exposure, Category 1  

STOT SE 1  Specific target organ toxicity — single exposure, Category 1  

STOT SE 3  Specific target organ toxicity — Single exposure, Category 3, 

Respiratory tract irritation  

H226  Flammable liquid and vapour.  

H302  Harmful if swallowed.  

H312  Harmful in contact with skin.  

H314  Causes severe skin burns and eye damage.  

H315  Causes skin irritation.  

H317  May cause an allergic skin reaction.  

H318  Causes serious eye damage.  

H319  Causes serious eye irritation.  

H332  Harmful if inhaled.  

H335  May cause respiratory irritation.  

H341  Suspected of causing genetic defects.  

H360  May damage fertility or the unborn child.  

H360FD  May damage fertility. May damage the unborn child.  

H361f  Suspected of damaging fertility.  

H370  Causes damage to organs.  

H372  Causes damage to organs through prolonged or repeated 

exposure.  

H400  Very toxic to aquatic life.  

H410  Very toxic to aquatic life with long lasting effects.  

H412  Harmful to aquatic life with long lasting effects.  

H413  May cause long lasting harmful effects to aquatic life.  
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EUH208  Contains dibutyltin dilaurate; dibutyl[bis(dodecanoyloxy)] 

stannane. May produce an allergic reaction.  

This information is based on our current knowledge and is intended to describe the product for the purposes of 

health, safety and environmental requirements only. It should not therefore be construed as guaranteeing any 

specific property of the product. 
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1. IDENTIFICATION OF THE SUBSTANCE AND OF THE COMPANY 

 1.1 Product Identifier Hydrocryl 2000 Base 

1.2 Polyurethane injection resin used for waterproofing processes  

1.3 Details of the supplier of the data sheet  

Premcrete LTD 

44 Macadam Way  

West Portway  

Andover SP10 3XW  

sales@premcrete.com 

www.premcrete.com  

Emergency telephone number 

 +44 (0) 800 6191619  

7.00am-5:00pm Mon-Fri  

2. HAZARDS IDENTIFICATION 

2.1 Classification according to Regulation (EC) No. 1272/2008 [CLP] 

 

Acute toxicity (inhalation:vapour) Category 4 H332 

Skin corrosion/irritation, Category 2 H315 

Serious eye damage/eye irritation, Category 2 H319 

Respiratory sensitisation, Category 1 H334 

Skin sensitisation, Category 1 H317 

Carcinogenicity, Category 2 H351 

Specific target organ toxicity — 
Single exposure, Category 3, Respiratory tract irritation 

H335 

Specific target organ toxicity —Repeated exposure, Category 2 
 

H373 

2.1 Adverse physicochemical, human health and environmental effects 

Suspected of causing cancer. May cause damage to organs through prolonged or repeated exposure. 
Harmful if inhaled. May cause respiratory irritation. Causes skin irritation. May cause an allergic skin 
reaction. May cause allergy or asthma symptoms or breathing difficulties if inhaled. Causes serious eye 
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irritation. 
 

2.2 Label Elements 

 

Hazard pictograms (CLP) 

 

 

                GHS07          GHS08 

Signal word (CLP) Danger 

Hazardous ingredients Isocyanic acid, polymethylenepolyphenylene ester; 4,4'- 
methylenediphenyl diisocyanate; diphenylmethane-4,4'-diisocyanate 

 

Hazard statements (CLP) H315 - Causes skin irritation. 

H317 - May cause an allergic skin reaction. H319 - Causes serious eye 
irritation. 

H332 - Harmful if inhaled. 

H334 - May cause allergy or asthma symptoms or breathing difficulties if 
inhaled. 

H335 - May cause respiratory irritation. H351 - Suspected of causing 
cancer. 

H373 - May cause damage to organs through prolonged or repeated 
exposure. 

Precautionary statements (CLP) P201 - Obtain special instructions before use. 

P261 - Avoid breathing dust/fume/gas/mist/vapours/spray. 

P264 - Wash hands, forearms and face thoroughly after handling. P280 - 
Wear protective gloves/protective clothing/eye protection/face 
protection/hearing protection. 

P304+P340 - IF INHALED: Remove person to fresh air and keep 
comfortable for breathing. 

P342+P311 - If experiencing respiratory symptoms: Call a POISON 

CENTER or doctor. 

 

2.3 Other Hazards 

No Additional information available  

Section 3 : Composition / Information on Ingredients 

3.1 Substances: 

Not applicable 
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3.2 Mixtures: 

Name Product Idetifer % Classification according to Regulation (EC) No. 

1272/2008 [CLP] 

Isocyanic acid, 

polymethylenepolyphenylene 

ester 

CAS-No.) 9016-87-9 
(EC-No.) 618-498-9 

25 - 35 Acute Tox. 4 (Inhalation), H332 

Skin Irrit. 2, H315 

Eye Irrit. 2, H319 

Resp. Sens. 1, H334 

Carc. 2, H351 

STOT SE 3, H335 

STOT RE 2, H373 

4,4'-methylenediphenyl 

diisocyanate; 

diphenylmethane-4,4'-

diisocyanate 

(CAS-No.) 101-68-8 

(EC-No.) 202-966-0 

(EC Index-No.) 615-
005-00-9 

20 - 30 Carc. 2, H351 

Acute Tox. 4 (Inhalation), H332 
STOT RE 2, H373 

Eye Irrit. 2, H319 

STOT SE 3, H335 

Skin Irrit. 2, H315 

Resp. Sens. 1, H334 

Skin Sens. 1, H317 

1,4-dimethyl butanedioate (CAS-No.) 106-65-0 
(EC-No.) 203-419-9 

4.5 – 7.5 Eye Irrit. 2, H319 

Specific concentration limits: 

Name Product identifier Specific concentration limits 

4,4'-methylenediphenyl 

diisocyanate; 

diphenylmethane-4,4'-

diisocyanate 

(CAS-No.) 101-68-8 
(EC-No.) 202-966-0 

(EC Index-No.) 615-005-00-9 

( 0.1 ≤C < 100) Resp. Sens. 1, H334 

( 5 ≤C < 100) Eye Irrit. 2, H319 
( 5 ≤C < 100) Skin Irrit. 2, H315 

( 5 ≤C < 100) STOT SE 3, H335 

Full text of H-statements: see section 16 
 

Section 4 First aid Measures : 

4.1 Description of First aid Measures  

First-aid measures general IF exposed or concerned: Get medical advice/attention. Call a poison center 
or a doctor if you feel unwell. 

First-aid measures after 
inhalation 

Remove person to fresh air and keep comfortable for breathing. Call a 
poison center or a doctor if you feel unwell. 
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4.2 Most Important symptoms and effect both acute and delayed  

Symptoms/effects after inhalation May cause respiratory irritation. May cause allergy or asthma 
symptoms or breathing difficulties if inhaled. 
 

Symptoms/effects after skin contact Irritation. May cause an allergic skin reaction. 

Symptoms/effects after eye contact Eye irritation. 

4.3 Indication of any immediate medical attention and special treatment needed 

Treat symptomatically. 
 

Section 5 : Firefight measures :  

5.1 Extinguishing Media 

Suitable extinguishing media : Water Spray , Foam , Carbon Dioxide , Dry Powder , 

5.2 Special hazards Arising from the substance or mixture  

Hazardous decomposition product in case of fire : Toxic Fumes may be released 

5.3 Advice for Firefighters  

Protection during firefighters  : Do not attempt to take action without suitable protective equipment , self 

contaminated breathing apparatus complete proactive clothing,  

 

Section 6 Accidental Release measures : 

6.1 Personal Precautions protective equipment and emergency procedures 

6.1.1 For Non Emergency personnel 

Emergency Procedures : Ventilate spillage area. Do not breathe , dust/fume/gas/mist/vapors/spray. Avoid 

contact with skin and eyes 

6.1.2 For Emergency Responders 

Protective Equipment : Do not attempt to take action without suitable protective equipment. For further 
information refer to section 8: "Exposure controls/personal 
protection". 

First-aid measures after skin 
contact 

Wash skin with plenty of water. Take off contaminated clothing. If skin 
irritation or rash occurs: Get medical advice/attention. 

First-aid measures after eye 
contact 

Rinse cautiously with water for several minutes. Remove contact lenses, if 
present and easy to do. Continue rinsing. If eye irritation 
persists: Get medical advice/attention. 

First-aid measures after 
ingestion 

Call a poison center or a doctor if you feel unwell. If swallowed: rinse 
mouth. Do NOT induce vomiting. 
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6.2.Environmental precautions 

Avoid release to the environment. 

6.3 Methods and material for containment and cleaning up 

Methods for cleaning up : Take up liquid spill into absorbent material. Notify authorities if product enters sewers 

or public waters 

Other information : Dispose of materials or solid residues at an authorized site 
 
6.4.Reference to other sections 

For further information refer to section 13. 

 
 
Section 7 Handing And Storage  

 
7.1. Precautions for safe handling 

Precautions for safe handling  Obtain special instructions before use. Do not handle until all safety 

precautions have been read and understood. Wear personal protective 

equipment. Do not breathe dust/fume/gas/mist/vapours/spray. Use 

only outdoors or in a well- ventilated area. Avoid contact with skin and 

eyes. Avoid contact with skin and eyes.  

Hygiene measures  Wash contaminated clothing before reuse. Contaminated work clothing 

should not be allowed out of the workplace. Do not eat, drink  

or smoke when using this product. Always wash hands after handling 

the product.  

7.2. Conditions for safe storage, including any incompatibilities 

Storage conditions  Store locked up. Store in a well-ventilated place. Keep container tightly 

closed. Keep cool.  

Storage temperature  25 – 35 °C  

7.3. Specific end use(s) 

No additional information available 

SECTION 8: Exposure controls/personal protection 

No additional information available 

8.2. Exposure controls 

Appropriate engineering controls:  

Ensure good ventilation of the work station.  

Personal protective equipment:  

Safety glasses. Protective clothing. Gloves. Self-contained breathing apparatus.  
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Hand protection:  

Protective gloves  

Eye protection:  

Safety glasses  

Skin and body protection:  

Wear suitable protective clothing  

Respiratory protection:  

[In case of inadequate ventilation] wear respiratory protection.  

Personal protective equipment symbol(s):  

    

Environmental Exposure Controls :  

Avoid Release to the environment  

 

SECTION 9: Physical and chemical properties 

9.1. Information on basic physical and chemical properties 

Physical state  Liquid  

Colour  amber.  

Odour  characteristic.  

Odour threshold  No data available  

pH  No data available  

Relative evaporation rate (butylacetate=1)  No data available  

Melting point  Not applicable  

Freezing point  No data available  

Boiling point  No data available  

Flash point  No data available  

Auto-ignition temperature  No data available  

Decomposition temperature  No data available  
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Flammability (solid, gas)  Not applicable  

Vapour pressure  No data available  

Relative vapour density at 20 °C  No data available  

Relative density  No data available  

Density  1.08 – 1.13 g/cm³ 23°C  

Solubility  No data available  

Partition coefficient n-octanol/water (Log 

Pow)  

No data available  

Viscosity, kinematic  No data available  

Viscosity, dynamic  < 100 cP 23°C  

Explosive properties  No data available  

Oxidising properties  No data available  

Explosive limits  No data available  

9.2. Other information 

No additional information available 

SECTION 10: Stability and reactivity 

10.1. Reactivity 

The product is non-reactive under normal conditions of use, storage and transport. 

10.2. Chemical stability 

Stable under normal conditions. 

10.3. Possibility of hazardous reactions 

No dangerous reactions known under normal conditions of use. 

10.4. Conditions to avoid 

None under recommended storage and handling conditions (see section 7). 

10.5. Incompatible materials 

No additional information available 

10.6. Hazardous decomposition products 

Under normal conditions of storage and use, hazardous decomposition products should not be produced. 

SECTION 11: Toxicological information 
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11.1. Information on toxicological effects 

Acute toxicity (oral) : Not classified  
Acute toxicity (dermal) : Not classified 
Acute toxicity (inhalation) : Harmful if inhaled. 
 

ATE CLP (vapours)  18.333 mg/l/4h  

DIMETHYL GLUTARATE (1119-40-0)  

LD50 oral rat  > 5000 mg/kg bodyweight Animal: rat, Animal sex: 

female, Guideline: OECD Guideline 423 (Acute Oral 

toxicity - Acute Toxic Class Method)  

LD50 dermal rat  > 2000 mg/kg bodyweight Animal: rat, Guideline: 

OECD Guideline 402 (Acute Dermal Toxicity)  

LC50 inhalation rat (mg/l)  > 11 mg/l air Animal: rat, Guideline: OECD Guideline 

403 (Acute Inhalation Toxicity)  

DIMETHYL ADIPATE (627-93-0)  

LD50 oral rat  > 5000 mg/kg bodyweight Animal: rat, Animal sex: 

female, Guideline: OECD Guideline 423 (Acute Oral 

toxicity - Acute Toxic Class Method)  

LD50 dermal rat  > 2000 mg/kg bodyweight Animal: rat, Guideline: 

OECD Guideline 402 (Acute Dermal Toxicity)  

LC50 inhalation rat (mg/l)  > 11 mg/l air Animal: rat, Guideline: OECD Guideline 

403 (Acute Inhalation Toxicity)  

Skin corrosion/irritation : Causes skin irritation. Serious eye damage/irritation : Causes serious eye irritation.  

Respiratory or skin sensitisation : May cause allergy or asthma symptoms or breathing difficulties if  

inhaled. May cause an allergic skin reaction.  

Germ cell mutagenicity : Not classified  

Carcinogenicity : Suspected of causing cancer.  

Reproductive toxicity : Not classified  

STOT-single exposure : May cause respiratory irritation.  

STOT-repeated exposure : May cause damage to organs through prolonged or repeated  

exposure.  

Aspiration hazard : Not classified 

SECTION 12: Ecological information 
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12.1. Toxicity 

Ecology - general : The product is not considered harmful to aquatic organisms nor to cause long-term adverse 

effects in the environment. 

Hazardous to the aquatic environment, short-term (acute)  : : Not classified 

Hazardous to the aquatic environment, long-term (chronic): Not classified 

4,4'-methylenediphenyl diisocyanate; diphenylmethane-4,4'-diisocyanate (101-68-8)  

LC50 fish 1  > 1000  

EC50 Daphnia 1  > 1000  

DIMETHYL ADIPATE (627-93-0)  

EC50 Daphnia 1  72 mg/l Test organisms (species): Daphnia magna  

EC50 72h algae (1)  > 100 mg/l Test organisms (species): Pseudokirchneriella 
subcapitata (previous names: Raphidocelis subcapitata, 
Selenastrum capricornutum) 
  

12.2. Persistence and degradability 

No additional information available 

12.3. Bioaccumulative potential 

No additional information available 

12.4. Mobility in soil 

No additional information available 

12.5. Results of PBT and vPvB assessment 

No additional information available 

12.6. Other adverse effects 

No additional information available 

 

SECTION 13: Disposal considerations 

13.1. Waste treatment methods 

Waste treatment methods : Dispose of contents/container in accordance with licensed collector’s sorting 
instructions.  
 
 
 
 
SECTION 14: Transport information 
In accordance with ADR / RID / IMDG / IATA / AND 
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ADR  IMDG  IATA  ADN  RID  

14.1. UN number  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.2. UN proper shipping name  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.3. Transport hazard class(es)  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.4. Packing group  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  

14.5. Environmental hazards  

Not regulated  Not regulated  Not regulated  Not regulated  Not regulated  
 

14.6. Special precautions for user 
- Overland transport  
Not regulated  
- Transport by sea  
Not regulated  
- Air transport  
Not regulated  
- Inland waterway transport  
Not regulated  
- Rail transport  
Not regulated  
 
14.7. Transport in bulk according to Annex II of Marpol and the IBC Code 
Not applicable 
 
SECTION 15: Regulatory information 
 
15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture  
 
15.1.1. EU-Regulations 
Contains no REACH substances with Annex XVII restrictions  
Contains no substance on the REACH candidate list  
Contains no REACH Annex XIV substances 
 
15.1.2. National regulations 

Regulation on Health and Safety Precautions When Working with Chemical Substances published in the Official 

Journal numbered 28733 on August 12, 2013 

Germany  
Regulatory reference : WGK 1, Slightly hazardous to water (Classification according to AwSV, Annex 1)  
 
Hazardous Incident Ordinance (12. BImSchV) : Is not subject of the 12. BlmSchV (Hazardous Incident Ordinance)  
 
 
Netherlands : 
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SZW-lijst van kankerverwekkende stoffen : None of the components are listed  
 
SZW-lijst van mutagene stoffen : None of the components are listed  
 
NIET-limitatieve lijst van voor de voortplanting giftige stoffen – Borstvoeding : None of the components are 
listed  
NIET-limitatieve lijst van voor de voortplanting giftige stoffen Vruchtbaarheid  : None of the components are 
listed  
NIET-limitatieve lijst van voor de voortplanting giftige stoffen – Ontwikkeling : None of the components are 
listed  
 
Denmark  
Danish National Regulations : 
Young people below the age of 18 years are not allowed to use the product  
Pregnant/breastfeeding women working with the product must not be in direct contact with the product  
The requirements from the Danish Working Environment Authorities regarding work with carcinogens must be 
followed during use and  
Disposal 
 
15.2. Chemical safety assessment 
 
No chemical safety assessment has been carried out 
 
SECTION 16: Other information 
Abbreviations and acronyms: 

BCF  Bioconcentration factor  

DPD  Dangerous Preparations Directive 1999/45/EC  

DSD  Dangerous Substances Directive 67/548/EEC  

IARC  International Agency for Research on Cancer  

OECD  Organisation for Economic Co-operation and Development  

STP  Sewage treatment plant  

TLM  Median Tolerance Limit  

ADN  European Agreement concerning the International Carriage of Dangerous Goods by Inland 
Waterways  

ADR  European Agreement concerning the International Carriage of Dangerous Goods by Road  

ATE  Acute Toxicity Estimate  

BLV  Biological limit value  

CAS-No.  Chemical Abstract Service number  

CLP  Classification Labelling Packaging Regulation; Regulation (EC) No 1272/2008  

DMEL  Derived Minimal Effect level  

DNEL  Derived-No Effect Level  

EC50  Median effective concentration  

EC-No.  European Community number  

EN  European Standard  

IATA  International Air Transport Association  

IMDG  International Maritime Dangerous Goods  

LC50  Median lethal concentration  

LD50  Median lethal dose  
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LOAEL  Lowest Observed Adverse Effect Level  

NOAEC  No-Observed Adverse Effect Concentration  

NOAEL  No-Observed Adverse Effect Level  

NOEC  No-Observed Effect Concentration  

OEL  Occupational Exposure Limit  

PBT  Persistent Bioaccumulative Toxic  

PNEC  Predicted No-Effect Concentration  

REACH  Registration, Evaluation, Authorisation and Restriction of Chemicals Regulation (EC) No 
1907/2006  

RID  Regulations concerning the International Carriage of Dangerous Goods by Rail  

SDS  Safety Data Sheet  

vPvB  Very Persistent and Very Bioaccumulative  

WGK  Water Hazard Class  
 

Data sources : REGULATION (EC) No 1272/2008 OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL of 16 
December 2008 on classification, labelling and packaging of substances and mixtures, amending and repealing 
Directives 67/548/EEC and 1999/45/EC, and amending Regulation (EC) No 1907/2006 
Full text of H- and EUH-statements 
 

Acute Tox. 4 (Inhalation)  Acute toxicity (inhal.), Category 4  

Acute Tox. 4 (Inhalation:vapour)  Acute toxicity (inhalation:vapour) Category 4  

Carc. 2  Carcinogenicity, Category 2  

Eye Irrit. 2  Serious eye damage/eye irritation, Category 2  

Resp. Sens. 1  Respiratory sensitisation, Category 1  

Skin Irrit. 2  Skin corrosion/irritation, Category 2  

Skin Sens. 1  Skin sensitisation, Category 1  

STOT RE 2  Specific target organ toxicity — Repeated exposure, Category 2  

STOT SE 3  Specific target organ toxicity — Single exposure, Category 3, Respiratory 
tract irritation  

H315  Causes skin irritation.  

H317  May cause an allergic skin reaction.  

H319  Causes serious eye irritation.  

H332  Harmful if inhaled.  

H334  May cause allergy or asthma symptoms or breathing difficulties if inhaled.  

H335  May cause respiratory irritation.  

H351  Suspected of causing cancer.  

H373  May cause damage to organs through prolonged or repeated exposure  
 

This information is based on our current knowledge and is intended to describe the product for the purposes of 
health, safety and environmental requirements only. It should not therefore be construed as guaranteeing any 
specific property of the product. 
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